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Manufactured By Gulf Electroquip           GULF ELECTROQUIP 1150HP DRILLING MOTOR

GEO TRACTION MOTOR

Gulf Electroquip 1150HP 
Horizontal AC Traction Motor

TRACTION MOTOR
Oil & Gas Applications
> Drawworks

> Mud Pumps

Engineered for harsh duty with reliability and long life



Manufactured By Gulf Electroquip           GULF ELECTROQUIP 1150HP DRILLING MOTOR

GEO TRACTION MOTOR

l AC Drilling motor for harsh duty
l Engineered for reliability and long life
l For use with VFD
l Forced air cooled
l IP 44 rated with IP 56 connection box

RATING
l 1150 hp, 600/690 VAC, 1100 amps, 7550 ft-lbs. 

Constant torque 0-800 rpm, Constant HP 800-1800 RPM, 

operating maximum 3000 RPM

l 120% intermittent duty cycle, 1400 HP, 1360 amps, 

600/690 VAC, to 800 RPM (120 sec. on 90-sec.off) 

l Thermal rating: -40ºC to +45ºC ambient, Class H insulation

FEATURES
l 6-pole stator with form wound, Class H, 

VPI mica-kapton  insulated coils

l Copper alloy rotor cage circuit

l Insulated non drive end bearing

l Single shaft extension 4340 high tensile shaft

l Ball bearings lock on non-drive end for smooth

high speed running

l Carbon steel connection box is IP56, bus bar connections 

for up to 6 leads per phase, terminal for RTD’s,pressure 

switch, and heater connections. Box can be mounted on 

the left (A) or right (B) side of motor viewing non-drive 

end of motor. Reversible from A to B.

l Standard oilfield hub

l Blower assembly 15HP, 460/3/60 UL XP motor, meets or 

exceeds 3000 SCFM air requirements for ventilation.

l 400 watt tape type space heater 230 volts

l Mounting and shaft dimensions are interchangeable

with GE 752 motor

l Industry standard tach shaft

l Full-load tested

Gulf Electroquip 1150HP 
Horizontal AC Traction Motor

OPTIONS
l RTDs installed in windings (4)

l XP RTD terminal box

l Spark arrestor and exhaust manifolds 

(available in carbon steel or stainless steel)

l Encoder or tach generator

l Stainless steel junction box

l Stainless steel blower

Specifications subject to change without notice. Contact your Gulf Electroquip representative
for specific information about your specific application of Gulf Electroquip products.

©2012 Gulf Electroquip

DIMENSIONS
l Size: 49.84”L X 37.40W X35.36H

l Net weight: 6500 lbs. 2948 kg.

l Rotor weight: 0000 lbs. 0000 kg.

Contact GEQ at 713-675-2525 for more information
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